
 with standard E27, GX53 ,R7s, 

combing in series Fumagalli GX53 lamps you get a powerful 

luminaries. 

FUMAGALLI LED LAMPS
MODULAR SYSTEM

LVD EMC ERP RoHS
REACH
compliant

quick and easy lamp replacement.
standard lamp holder.

performances easy to upgrade to latest technology developments.
driver fully protected against heat and humidity by silicone paste.

TÜ
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to protect the driver both from voltage droop and voltage 

components of the driver and the consequent risk of components unsoldering.

-30°+80°C

 Chips connected by pure gold wires, which are able to withstand at the 

case of high and low temperatures.

Hum
 The driver is fully enclosed in a special silicone paste, which ensures the 

Tested according to :

OUTDOOR
APPROVED

-30 +80 °C

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

EMC
TESTED and its amendments.

LVD
TESTED

RoHS
REACH
COMPLIANT

countries all over the world.IECEE CB
SCHEME

NEW
ERP
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FUMAGALLI LED LAMPS
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IECEE CB CERTIFICATE
SG PSB-LE-02677

SOLAR PANEL

PIR SENSOR

120°
5m

SENSOR

3 WORKING MODE

SUMMER MODE

WINTER MODE

SENSOR MODE

WORKING MODE

LED

LED chips connected by pure 
 able to withstand at the 

highest and lowest temperatures 

.

MATERIAL

LENS
Frosted color lens reducing 
dazzle.
Made of UV rays stabilized 
resin material to avoid 
yellowing process.
Very compact and slim design 

and for improving the light 

3000 K 4000 K 6500 K

CCT SETTABLE

Press the switch to select the 
desired Kelvin temperature 

customized ambiance.

on 3 separate circuits to grant 

CCT
SET

SWITCH

REPLACEABLE
BATTERY

REPLACEABLE BATTERY

SOLAR PANEL

SOLAR MODULE
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SOLAR MODULE - CCT SETTABLE

SIZE

Ø160

40

SUMMER MODE
LUMEN 42

AUTONOMY 25h

WINTER MODE
LUMEN 20

AUTONOMY 46h

SENSOR MODE

LUMEN 280

ACTIVE TIME 25 sec

N° Detections 423

SOLAR PANEL

5V/2W

Monocrystaline PET type

Antishock material

CHARGING TIME 6h

REPLACEABLE 
BATTERY

LiFePO4 IFR26650 3,3Ah, 3,2V

No Risk of explosion

Working temperature -10° to +60°C                                                                                            

Longer Lifetime

PIR SENSOR

Detection angle 120°

Fields of detection up to 5 mt

Active for 25 sec.

IECEE CB CERTIFICATE:
SG PSB-LE-02677M1 LVD EMC ERP

LED

3 CIRCUITS SMD 3528

COLOR RENDERING INDEX RA > 80

SDCM < 6

LIFETIME 30.000 h

KELVIN SETTABLE 3000 K / 4000 K / 6500 K

REF. CODE H.LED.SOL.CCT

3000 K 4000 K 6500 K

CCT SETTABLE

SOLAR PANEL

REPLACEABLE
BATTERY

R7s
E27 
HIP

E27 
A60

GX53
Ø75

GX53 
Ø100

GX53 
Ø180 GU10G9

E27 
FILAMENT

SOLAR 
MODULE

SENSOR

SOLAR MODULE
TÜV - CB CERTIFIED LED MODULES


